


-30- G0512 Edge Sander

Figure 44. Idler roller adjustment cap screws.

4. Place a straightedge across the TOP part of
the platen graphite and in front of the idler
roller, and adjust the idler roller so that it is
approximately 1⁄8" away from the straight-
edge.

5. Place a straightedge across the BOTTOM
part of the platen graphite and in front of the
idler roller, and adjust the idler roller so that it
is approximately 1⁄8" away from the straight-
edge.

6. Check the adjustments made in steps 5-6,
and tighten the cap screws that you loosened
in step 3, making sure not to move the cor-
rected idler roller position during tightening.

7. Replace the sanding belt and dust port, and
retrack the sanding belt with the tracking
knob before resuming sanding operations.

The platen can also be adjusted, but this adjust-
ment should be done carefully because moving
the platen too far will make the sanding belt press
against the table.

To adjust the platen:

1. Disconnect the sander from the power
source!

2. Remove the sanding belt and dust port.

3. Loosen the two cap screws, shown in
Figure 44, approximately one full turn.

3. Loosen the two cap screws shown in Figure
45.

Figure 45. The two cap screws that secure the
platen for adjustments.

4. Place a straightedge across the platen
graphite and in front of the main roller.

5. Adjust the platen so the distance between
the straightedge and main roller is approxi-
mately 1⁄8".

6. Tighten both cap screws in an even manner
and recheck the distance between the plat-
en and the main roller to make sure that it
did not move when you tightened the cap
screws.

— If the platen did move, repeat steps 3-5
until it is positioned properly.

— If the platen did not move, then it is
adjusted correctly. Proceed to step 7.

7. Replace the sanding belt and dust port, and
retrack the sanding belt with the tracking
knob before resuming sanding operations.
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The following pages contain troubleshooting, the
wiring diagram, general machine data, parts dia-
grams, parts lists and Warranty/Return information
for your Model G0512.

If you need parts or help in assembling your
machine, or if you need operational information,
call the Grizzly Service Department. Trained ser-
vice technicians will be glad to help you.

If you have any comments regarding this manual,
please write to Grizzly at the address below:

Grizzly Industrial, Inc.
C/O Technical Documentation

P.O. Box 2069
Bellingham, WA  98227-2069

We recommend you keep a copy of our current
catalog for complete information regarding
Grizzly's warranty and return policy. If you need
additional technical information relating to this
machine, or if you need general assistance or
replacement parts, please contact the Service
Department at the location listed below.

Grizzly Industrial, Inc.
1203 Lycoming Mall Circle

Muncy, PA 17756
Phone: (570) 546-9663

Fax: (800) 438-5901
E-Mail: techsupport@grizzly.com
Web Site: http://www.grizzly.com.

Figure 46. PRO-STIK® Abrasive Belt Cleaners.

To order any of the aftermarket accessories
below, call our customer service line 24 hours a
day at 1-800-523-4777.

Extra 6" x 80" Belts

Grit Model
60..............................................................G1532
80..............................................................G4287
100............................................................G1533
120............................................................G4288
150............................................................G1534
180............................................................G4289
220............................................................G4290

PRO-STICK® Abrasive Belt Cleaners
Extend the life of your belts!

Size Model
11⁄2" X 11⁄2" X 81⁄2" ....................................G1511
2" X 2" X 12" ............................................G1512

Aftermarket
Accessories

SECTION 9: REFERENCE INFO
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Design Type ........................................................................ Expanded Table, Floor Model

Overall Dimensions and Specifications:
Table Size ....................................................................................................24" x 421⁄4"
Overall Height (With Handle Up) ..........................................................................483⁄4"
Table Height ......................................................................................................33"-39"
Length....................................................................................................................521⁄2"
Width ........................................................................................................................24"
Platen Size......................................................................61⁄4'' x 311⁄2", Graphite Coated
Belt Size ............................................................................................................6" x 80" 
Belt Speed ....................................................................................................1800 FPM
Shipping Weight ................................................................................................250 lbs.
Machine Weight ................................................................................................235 lbs.
Footprint ......................................................................................................141⁄2" x 32"

Construction:
Base ............................................................................Welded Steel - Powder Coated
Table ............................................................................Composite w/ Formica Surface 
Rubber Idler Roller..............................................................Shielded Ball Bearing, 21⁄8"
Drive Roller ..................................................................................Cast Aluminum, 41⁄2"

Motor:
Type ............................................................................TEFC Capacitor Start Induction
Horsepower ........................................................................................................11⁄2 HP
Phase / Voltage ...................................... Single Phase ⁄ 110V ⁄ 220V; Prewired 220V
Amps ..................................................................................................................20 ⁄ 10
Cycle and RPM ............................................................................60 Hertz ⁄ 1725 RPM
Switch ..........................................................Toggle Safety Switch w/ Safety Lock Tab
Power Transfer ..........................................................................................Direct Drive
Bearings ..............................................................Shielded & Lubricated Ball Bearings

Features:
............................................................................................Extended Sanding Surface
......................................................................................................................Work Stop
....................................................................................................................4" Dust Port
........................................................................................................Quick Belt Release
..........................................................................Belt Tracking and Tension Adjustment
............................................................................Handwheel Table Height Adjustment
....................................................................................................Powder Coated Stand

Specifications, while deemed accurate, are not guaranteed.

Customer Service #: (570) 546-9663 • To Order Call: (800) 523-4777 • Fax #: (800) 438-5901

GRIZZLY MODEL G0512 HEAVY-DUTY EDGE SANDER

MACHINE DATA
SHEET
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1 P0512001 PLATEN
2 P0512002 PLATEN COVER
3 PB16 HEX BOLT 3⁄8"-16 X 11⁄2"
4A PLW06M LOCK WASHER 10MM
4B PW02 FLAT WASHER 3⁄8"
5 PSB14 CAP SCREW 3⁄8"-16 X 1"
6 P0512006 DRIVER ROLLER
7 PN09 HEX NUT 5⁄8"-18
8 PLW10M LOCK WASHER 16MM
9 PR08M EXT RETAINING RING 19MM
10 P0512010 BALL BEARING R12-Z
11 P0512011 RUBBER IDLER ROLLER
12 P0512012 ROLLER AXLE
14 PLW10M LOCK WASHER 16MM
15 PN04 HEX NUT 5⁄8"-11
17 PB09 HEX BOLT 5⁄16"-18 X 1⁄2"
20 P0512020 ROLLER SUPPORT BRACKET
20A P0512020A ROLLER BLOCK BRACKET
21 PSS10 SET SCREW 1⁄4"-20 X 5⁄8"
21A P0512021A SPECIAL SCREW 1⁄4"-20 X 5⁄8"
22 P0512022 BELT ADJUST SHAFT
23A P0512023A ADJUST SHAFT SLIDE (A)
23B P0512023B ADJUST SHAFT SLIDE (B)
24 PSB03 CAP SCREW 5⁄16"-18 X 1
25 P0512025 SPRING
26 PB07 HEX BOLT 5⁄16"-18 X 3⁄4"
27 P0512027 ARM CONTROL CASTING
28 P0512028 SLEEVE
29 P0512029 CONTROL SHAFT
30 P0512030 SPRING
31 PN13 HEX NUT 1⁄2"-13
32 PN22 HEX NUT 1-8
33 P0512033 TILT KNOB 3⁄8"
34 PB21 HEX BOLT 3⁄8"-16 X 3⁄4"
35 PN08 HEX NUT 3⁄8"-16
36 P0512036 LOCK KNOB STUD 3⁄8" X 53⁄8"
37 P0512037 SWIVEL ASSEMBLY
39 P0512039 COLLAR
40 P0512040 LEVER
41 P0512041 SWIVEL ASSEMBLY
42 P0512042 PLATE
43 P0512043 HANDLE 1⁄2"
46 P0512046 TABLE
49 P0512049 PARTITION
50 PHTEK11 PHLP HD TAP SCREW #8 X 3⁄4"
51A P0512051A TABLE SUPP BRACKET (A)
51B P0512051B TABLE SUPP BRACKET (B)
51C P0512051C ADJUSTMENT PLATE

REF PART # DESCRIPTION

51D PSS02 SETSCREW 5⁄16"-18 X 3⁄8"
52 P0512052 SWIVEL HANDLE 3⁄8" X 11⁄4"
53 P0512053 LEAD SCREW
54 P0512054 KNOB 3⁄8"
55 PB32 HEX BOLT 5⁄16"-18 X 5⁄8"
56 P0512056 HAND WHEEL
58 P0512058 SPLIT CASTING
59 PB18 HEX BOLT 3⁄8"-16 X 1"
61 PLW06M LOCK WASHER 10MM
64 P0512064 STAND
65 PS22 PHLP HD SCR 10-24 X 5⁄8"
66 P0512066 RUBBER FOOT
69 P0512069 MOTOR BRACKET
70 PB18 HEX BOLT 3⁄8"-16 X 1"
71 P0512071 MOTOR 11⁄2HP
71-1 P0512071-1 MOTOR FAN COVER
71-2 P0512071-2 MOTOR FAN
71-3 P0512071-3 MOTOR WIRING CAP
71-4 PC400A CAPACITOR 400MFD 125VAC
71-5 P0512071-5 CAPACITOR COVER
72 PB12 HEX BOLT 5⁄16"-18 X 11⁄4"
73 PN02 HEX NUT 5⁄16"-18
74 PW07 FLAT WASHER 5⁄16"
75 G8988 SWITCH
77 G1532 SANDING BELT 6" X 80"
78 PW02 FLAT WASHER 3⁄8"
79 P0512079 DUST COLLECTION HOOD
80 P0512080 LEFT BRACKET
81 P0512081 TRACKING ARROW LABEL
83 P0512083 TRACKING LOCK LABEL
86 PWRCRD220L POWER CORD 2 POLE/3 WIRE
87 PN08 HEX NUT 3⁄8"-16
90 PRP37M ROLL PIN 3 X 14
92 P0512092 GRAPHITE PAD
94 PLW04M LOCK WASHER 8MM
95 P0512095 MACHINE ID LABEL
99 P0512099 BACK STOP
108 PSB26 CAP SCREW 3⁄8"-16 X 11⁄2"
109 G8588 GRIZZLY LOGO PLATE
109A PHTEK10 TAP SCREW #8 X 5/8"
110 PLABEL-12 READ MANUAL LABEL
111 PLABEL-14 ELECTRICITY LABEL
112 PLABEL-11 SAFETY GLASSES LABEL
113 PLABEL-13 UNPLUG SANDER LABEL
114 P0512114 SMALL STAR KNOB
115 P0512115 IDLER ROLLER COVER
116 PW06 FLAT WASHER 1⁄4"

REF PART # DESCRIPTION
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SYMPTOM

Motor will not start.

Motor will not start; fuses or
circuit breakers blow.

Motor overheats.

Motor stalls (resulting in
blown fuses or tripped cir-
cuit).

Machine slows when oper-
ating.

Loud, repetitious noise com-
ing from machine.

Machine vibrates excessive-
ly.

POSSIBLE CAUSE

1. Low voltage.
2. Open circuit in motor or loose connec-

tions.

1. Short circuit in line cord or plug.
2. Short circuit in motor or loose connec-

tions.
3. Incorrect fuses or circuit breakers in

power line.

1. Motor overloaded.
2. Air circulation through the motor

restricted.

1. Short circuit in motor or loose connec-
tions.

2. Low voltage.
3. Incorrect fuses or circuit breakers in

power line.
4. Motor overloaded.

1. Applying too much pressure to work-
piece.

2. Undersized circuit or using ext cord.

1. Pulley setscrews or keys are missing or
loose.

2. Motor fan is hitting the cover.

1. Stand not stable on floor.
2. Incorrect motor mounting.
3. Incorrect sanding belt tension.

4. Weak or broken tension spring.
5. Idler roller is too loose.
6. Broken/defective sanding belt.

CORRECTIVE ACTION

1. Check power line for proper voltage.
2. Inspect all lead connections on motor for loose or open connec-

tions.

1. Inspect cord or plug for damaged insulation and shorted wires.
2. Inspect all connections on motor for loose or shorted terminals

or worn insulation.
3. Install correct fuses or circuit breakers.

1. Reduce load on motor.
2. Clean out motor to provide normal air circulation.

1. Inspect connections on motor for loose or shorted terminals or
worn insulation.

2 Correct the low voltage conditions.
3. Install correct fuses or circuit breakers.

4. Reduce load on motor.

1. Sand with less pressure—let the movement of the belt do the
work.

2. Make sure circuit wires are proper gauge & don’t use ext cords!

1. Inspect keys and setscrews. Replace or tighten if necessary.

2. Tighten fan or shim cover.

1. Secure stand to floor, reposition to level surface, or shim stand.
2. Check/adjust motor mounting.
3. Make sure tension lever is in tensioning position. Follow belt ten-

sioning instructions in this manual.
4. Replace spring.
5. Adjust idler roller.
6. Replace sanding belt.

Troubleshooting Machine

Disconnect power to the
machine when perform-
ing any maintenance or
repairs. Failure to do this
may result in serious
personal injury.
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SYMPTOM

Deep sanding grooves or
marks in workpiece.

Grains easily rub off the
belt.

Glazed sanding belt.

Burning marks on work-
piece.

Sanding belt clogs quickly
or burns.

Workpiece frequently gets
pulled out of your hand.

Sanding belt comes off dur-
ing operation.

POSSIBLE CAUSE

1. Sanding belt grit too coarse for the
desired finish.

2. Workpiece is being sanded across the
grain.

3. Too much sanding force on workpiece.
4. Workpiece held still against the belt.

1. Sanding belt has been stored in an
incorrect environment.

2. Sanding belt has been folded or
smashed.

1. Sanding wet stock.
2. Sanding stock with high residue.

1. Using too fine of sanding belt grit.
2. Using too much pressure against belt.
3. Work held still for too long.

1. Using too much pressure against belt.
2. Sanding softwood.

1. Not supporting the workpiece against
the stop.

2. Starting the workpiece on a leading cor-
ner.

1. Tracking out of adjustment.

CORRECTIVE ACTION

1. Use a finer grit sanding belt.

2. Sand with the grain.

3. Reduce pressure on workpiece while sanding.
4. Keep workpiece moving while sanding on the belt.

1. Store sanding belt away from extremely dry or hot temperatures.

2. Hang sanding belt or store unfolded and unstacked.

1. Dry stock properly before sanding.
2. Use different stock. Or, accept the characteristics of the stock

and plan on cleaning/replacing belts frequently.

1. Use a coarser grit sanding belt.
2. Reduce pressure on workpiece while sanding.
3. Do not keep workpiece in one place for too long.

1. Reduce pressure on workpiece while sanding.
2. Use different stock. Or, accept the characteristics of the stock

and plan on cleaning/replacing belts frequently.

1. Use back stop to support workpiece.

2. Start workpiece on a trailing corner.

1. Track the belt as described in Section: 5 Set Up.

Troubleshooting Sanding

Disconnect power to the
machine when perform-
ing any maintenance or
repairs. Failure to do this
may result in serious
personal injury.
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WHITE RED

BLACK YELLOW

MOTOR WIRES

110 VOLT

GREEN (GROUND)
TO 110 VOLT
POWER SUPPLY

RED WHITE

BLACK YELLOW

MOTOR WIRES

220VOLT

GREEN (GROUND)
TO 220 VOLT
POWER SUPPLY

NOTE: THE  WIRES FROM THE
POWER SUPPLY, EXCEPT THE
GREEN GROUND WIRE, ARE

INTERCHANGABLE, THEREFORE
COLORS ARE NOT SPECIFIED.

Disconnect power from machine 
before performing any electrical 
service. Failure to do this will 
result in a shock hazard, leading 
to injury or death.

Copyright ©  May, 2003.  Grizzly Industrial, Inc.Ł
Model G0512 

G0512 Wiring Diagram
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Grizzly Industrial, Inc. warrants every product it sells for a period of 1 year to the original purchaser from
the date of purchase. This warranty does not apply to defects due directly or indirectly to misuse, abuse,
negligence, accidents, repairs or alterations or lack of maintenance. This is Grizzly’s sole written warranty
and any and all warranties that may be implied by law, including any merchantability or fitness, for any par-
ticular purpose, are hereby limited to the duration of this written warranty. We do not warrant or represent
that the merchandise complies with the provisions of any law or acts unless the manufacturer so warrants.
In no event shall Grizzly’s liability under this warranty exceed the purchase price paid for the product and
any legal actions brought against Grizzly shall be tried in the State of Washington, County of Whatcom.

We shall in no event be liable for death, injuries to persons or property or for incidental, contingent, spe-
cial, or consequential damages arising from the use of our products.

To take advantage of this warranty, contact us by mail or phone and give us all the details. We will then
issue you a “Return Number,’’ which must be clearly posted on the outside as well as the inside of the car-
ton. We will not accept any item back without this number. Proof of purchase must accompany the mer-
chandise.

The manufacturers reserve the right to change specifications at any time because they constantly strive to
achieve better quality equipment. We make every effort to ensure that our products meet high quality and
durability standards and we hope you never need to use this warranty.

Please feel free to write or call us if you have any questions about the machine or the manual. 

Thank you again for your business and continued support. We hope to serve you again soon.

Warranty and Returns
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9. How many of your woodworking machines are Grizzly? _____________

10. Which benchtop tools do you own? Check all that apply.

___1" x 42" Belt Sander ___6" - Edge Grinder
___5" - Edge Drill Press ___Mini Lathe
___Edge Table Saw ___10" - 12" Thickness Planer 
___Edge - 10" Bandsaw ___Scroll Saw
___Disc/Belt Sander ___Spindle/Belt Sander
___Mini Jointer

___Other__________________________________________________

11. How many of the machines checked above are Grizzly? ____________

12. Which portable/hand held power tools do you own? Check all that apply.

___Belt Sander ___Orbital Sander
___Biscuit Joiner ___Palm Sander
___Circular Saw ___Portable Planer
___Detail Sander ___Saber Saw
___Drill/Driver ___Reciprocating Saw
___Miter Saw ___Router

___Other__________________________________________________

13. What machines/supplies would you like Grizzly Industrial to carry?

__________________________________________________________

__________________________________________________________

14. What new accessories would you like Grizzly Industrial to carry?

__________________________________________________________

__________________________________________________________

15. What other companies do you purchase your tools and supplies from?

__________________________________________________________

__________________________________________________________

16. Do you think your purchase represents good value?

___Yes ___No

17. Would you recommend Grizzly Industrial to a friend?

___Yes ___No

18. Would you allow us to use your name as a reference for Grizzly customers
in your area? Note: We never use names more than three times.

___Yes ___No

19. Comments:_________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

1. How did you learn about us?

___Advertisement ___Friend
___Catalog ___Card Deck
___World Wide Web

___Other__________________________________________________

2. Which of the following magazines do you subscribe to.

___American Woodworker ___Practical Homeowner
___Cabinetmaker ___Shop Notes
___Family Handyman ___Today’s Homeowner
___Fine Homebuilding ___WOOD
___Fine Woodworking ___Wooden Boat
___Home Handyman ___Woodshop News
___Journal of Light Construction ___Woodsmith
___Old House Journal ___Woodwork
___Popular Mechanics ___Woodworker
___Popular Science ___Woodworker’s Journal
___Popular Woodworking ___Workbench

___Other__________________________________________________

3. Which of the following woodworking/remodeling shows do you watch?

___Backyard America ___The New Yankee Workshop
___Home Time ___This Old House
___The American Woodworker ___Woodwright’s Shop

___Other__________________________________________________

4. What is your annual household income?

___$20,000-$29,999 ___$60,000-$69,999
___$30,000-$39,999 ___$70,000-$79,999
___$40,000-$49,999 ___$80,000-$89,999
___$50,000-$59,999 ___$90,000 +

5. What is your age group?

___20-29 ___50-59
___30-39 ___60-69
___40-49 ___70 +

6. How long have you been a woodworker?

___0 - 2 Years ___8 - 20 Years
___2 - 8 Years ___20+ Years

7. How would you rank your woodworking skills?

___Simple ___Advanced
___Intermediate ___Master Craftsman

8. What stationary woodworking tools do you own? Check all that apply.

___Air Compressor ___Panel Saw
___Band Saw ___Planer
___Drill Press ___Power Feeder
___Drum Sander ___Radial Arm Saw
___Dust Collector ___Shaper
___Horizontal Boring Machine ___Spindle Sander
___Jointer ___Table Saw
___Lathe ___Vacuum Veneer Press
___Mortiser ___Wide Belt Sander

___Other__________________________________________________

Name ____________________________________________________________________________________
Street ____________________________________________________________________________________
City ______________________________________________________________State________Zip_________
Phone Number_______________________E-Mail_______________________FAX________________________
MODEL # G0512 Edge Sander Serial # _________________________ Order #______________________

The following information is given on a voluntary basis. It will be used for marketing purposes to help us develop better products and services. Of

course, all information is strictly confidential.

WARRANTY CARD
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Buy Direct and Save with Grizzly® –  Trusted, Proven and a Great Value!

~Since 1983~

ORDER
24 HOURS A DAY!

1-800-523-4777

Visit Our Website Today For 
Current Specials! 




