

















SECTION 7: MAINTENANCE

Always disconnect power
to the machine before
performing maintenance.
Failure to do this may
result in serious person-
al injury.

Schedule

I | AWARNING

For optimum performance from your machine,
follow this maintenance schedule and refer to any
specific instructions given in this section.

Daily Check:

* Loose mounting bolts.

e Worn switch.

e Worn or damaged wires.
e Almost full collection bag.

Any other unsafe condition.

Lubrication

Since all bearings are shielded and permanently
lubricated, simply leave them alone until they
need to be replaced. Do not lubricate them.
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A CAUTION

Always wear a respira-
tor when emptying the
dust collection bags
on the dust collector.
Sawdust may cause
allergic reactions or
respiratory problems.

Bag Cleaning

Always empty the collection bags on a regular
basis. Emptying the collection bags allows the
machine to operate at a much higher level of
efficiency.

Always wear the appropriate respirator or dust
mask and safety glasses when emptying the col-
lection bags. Small dust particles can escape the
bags during emptying, causing them to become
airborne and easily inhaled. This microscopic air-
borne dust is extremely unhealthy to breathe and
can cause serious health problems.

While the Model G1030 excels at collecting the
majority of wood dust produced by your machines,
it is not an air filter; therefore, we strongly rec-
ommend the supplemental aid of a shop air filter
such as the Grizzly G0572 or G9956. Air filters
are designed to collect the smaller dust particles
in the air that escape from the dust collector
bags.
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SECTION 8: SERVICE

Review the troubleshooting and procedures in this section to fix or adjust your machine if a problem devel-
ops. If you need replacement parts or you are unsure of your repair skills, then feel free to call our Technical
Support at (570) 546-9663.

Troubleshooting

Motor & Electrical

Symptom Possible Cause Possible Solution %
Machine does not| 1. Fuse has blown. 1. Correct short/replace fuse in control box. \\/
stlart or a breaker |2 \Wall fuse/circuit breaker is blown/tripped. 2. Ensure circuit size is suitable for this machine;
trips. replace weak breaker.
3. Power supply switched OFF or is at fault. 3. Ensure power supply is switched on; ensure power
supply has the correct voltage.
4. Wiring is open/has high resistance. 4. Check for broken wires or disconnected/corroded
connections, and repair/replace as necessary.
5. Motor ON button or ON/OFF switch is at | 5. Replace faulty ON button or ON/OFF switch.
fault.
6. Motor is at fault. 6. Test/repair/replace.
Machine has | 1. Motor or component is loose. Inspect/replace stripped or damaged bolts/nuts, and
vibration or noisy re-tighten with thread locking fluid.
operation. 2. Motor mount loose/broken. 2. Tighten/replace.
3. Machine is incorrectly mounted or sits | 3. Tighten/replace anchor studs in floor if mounted;
unevenly. chock machine casters if mobile.
4. Motor fan is rubbing on fan cover. 4. Replace dented fan cover; replace loose/damaged
fan.
5. Motor bearings are at fault. 5. Test by rotating shaft; rotational grinding/loose shaft
requires bearing replacement.
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Dust Collector Operation

Symptom

Possible Cause

Possible Solution

Loud, repetitious
noise, or excessive

1.

Dust collector is not on a flat surface and
wobbles.

1.

Stabilize the dust collector.

vibration coming 2. Impeller is damaged and unbalanced. 2. Disconnect dust collector from power, and inspect
from dust collector. the impeller for dents, bends, loose fins. Replace
impeller if any damage is found.
3. The motor mounting or housing 3. Make sure all fasteners on the dust collector are
connections are loose. tight.
4. Impeller is loose on the motor shaft. 4. Replace the motor and impeller as a set if the
motor shaft and the impeller hub are damaged.
5. Motor fan cover is dented, causing the 5. Replace motor fan cover.
motor fan to hit the cover while spinning.
Dust collector does | 1. Dust collection bags are full. 1. Empty collection bags.
not adequately 2. Filter is dirty. 2. Cleanfilter.
collect dust 3. There is a restriction in the duct line. 3. Remove dust line from dust collector inlet and
or chips; poor unblock the restriction in the duct line. A plumbing
performance. snake may be necessary.
4. The dust collector is too far away from 4. Relocate the dust collector closer to the point of
the point of suction, or there are too many suction, and rework ducting without sharp bends.
sharp bends in the ducting. Refer to System Design, beginning on Page 16.
5. The lumber is wet and dust is not flowing | 5. Process lumber with less than 20% moisture
through the ducting smoothly. content.
6. There is a leak in the ducting, or a series | 6. Rework the ducting to eliminate all leaks. Close
of small leaks, or too many open ports. dust ports for lines not being used.
7. There are not enough open branch lines at | 7. Open 1 or 2 more blast gates to different branch
one time, thereby causing a velocity drop lines to allow the velocity in the main line to
in the main line. increase.
8. The ducting and ports are incorrectly 8. Reinstall correctly sized ducts and fittings. Refer
sized. to System Design beginning on Page 16 for more
solutions.
9. The machine dust collection design is 9. Use a dust collection nozzle on a stand.
inadequate.
10. The dust collector is too small for the dust | 10. Install a larger dust collector to power your dust
collection system. collection system.
Sawdust being 1. Duct clamps or dust collection bags are 1. Re-secure ducts and dust collection bag, making
blown into the not properly clamped and secured. sure duct and bag clamps are tight and completely
air from the dust over the ducts and bags.
collector. 2. Bag clamps are loose or damaged. 2. Retighten bag clamps.
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Wiring Diagram

Start Capacitor. View this page in color at
| www.grizzly.com.
220 Volt Switch.
[ Start @)
125VAC ® Ground* Disconnect powel:
MOTOR WIRES L D fv?:ﬁ,r; w°ik'"g on
i D
>
a @ 220 VAC
D
N & L6-20 PLUG
L (as recommended)
Ground

COLOR KEY

BLACK

The motor wiring shown here is WHITE —@)—

current o the timeofprining Ut | e e

Always use the wiring diagram RED
inside the motor junction box. YELLOW C

BLUE

Junction Box.
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Parts Breakdown
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Parts List

REF PART # DESCRIPTION REF PART # DESCRIPTION

1 P1028001 CASTER 17 PNO2 HEX NUT 5/16"-18

2 PFBO1 FLANGE BOLT 5/16"-18 X 1/2" 18 P1030018 OUTLET

3V2 [P103022003 |BASE PLATE V2.01.09 19 P1030019 LEFT COLLECTOR

4 PS06 PHLP HD SCREW 10-24 X 3/8" 20 G4996 DUST COLL BAG, LOWER

5 P1030005 INLET COVER 21 P1028023 COLLECTOR SUPPORT

6 PSB121M CAP SCREW M#6-1 X 20 (LH) 22 P1030022 RIGHT COLLECTOR

7 PB09 HEX BOLT 5/16"-18 X 1/2" 23 P1028028 PACKING

8 P1028009 SPECIAL WASHER 24 P1028026 UPPER BAG SUPPORT

9 P1029010 TURBO FAN 25 G1027 DUST COLL BAG, UPPER
10V2 |P103022010 |[COLLECTOR BODY V2.01.09 26 P1028025 GASKET

11 PWO7 FLAT WASHER 5/16" 27 P1030027 INLET

13 PFBO1 FLANGE BOLT 5/16"-18 X 1/2" 28 PK28M KEY 7 X7 X 29

14 PB03 HEX BOLT 5/16"-18 X 1" 29 PWRCRD220L |POWER CORD, 220V, LONG
15 PSW04 SWITCH 29A [P1029029A INLET CAP

16 P1030016 MOTOR 3HP 220V 1PH 30 PWR1012 WRENCH 10 X 12

16-1 [P1030016-1 MOTOR FAN COVER 31 PAWO5M HEX WRENCH 5MM

16-2 |P1030016-2 MOTOR FAN 32 G3707 68" BAND CLAMP

16-3 |P1030016-3 CAPACITOR COVER 33 PS06 PHLP HD SCREW 10-24 X 3/8"
16-4 |P1030016-4 CAPACITOR 500M 125V 1-3/4 X 3-3/8 34 PWRCRD220S |POWER CORD, 220V, SHORT

16-5 |P1030016-5 JUNCTION BOX

Labels Breakdown & List

On Motor

VAN
|

Grizzly | Grizzly

E‘ izz/\ MODEL G1030
2 HP DUST COLLECTOR

A WARNING!

L)

AW ARNIRG

103
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REF PART # DESCRIPTION

101 |[PLABEL-14 |ELECRICITY LABEL

102 |[PLABEL-12A |READ MANUAL LABEL

103 |PLABEL-57 |RESPIRATOR GLASSES LABEL
104 |PLABEL-59 |NO HANDS NEAR INLET LABEL
105 |P1030105 MACHINE ID LABEL
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CUT ALONG DOTTED LINE

Grizzly WARRANTY CARD

Industrial, Inc.

Name

Street

City State Zip
Phone # Email Invoice #
Model # Order # Serial #

The following information is given on a voluntary basis. It will be used for marketing purposes to help us develop
better products and services. Of course, all information is strictly confidential.

1. How did you learn about us?
Advertisement Friend Catalog
Card Deck Website Other:

2.  Which of the following magazines do you subscribe to?

Cabinetmaker & FDM Popular Science Wooden Boat

Family Handyman Popular Woodworking Woodshop News
Hand Loader Precision Shooter Woodsmith

Handy Projects in Metal Woodwork

Home Shop Machinist RC Modeler Woodworker West
Journal of Light Cont. Rifle Woodworker’s Journal
Live Steam Shop Notes Other:

Model Airplane News Shotgun News

Old House Journal Today’s Homeowner

Popular Mechanics Wood

3. What is your annual household income?

$20,000-$29,000 $30,000-$39,000 $40,000-$49,000
$50,000-$59,000 $60,000-$69,000 $70,000+
4. What is your age group?
20-29 30-39 40-49
50-59 60-69 70+
5. How long have you been a woodworker/metalworker?
0-2 Years 2-8 Years 8-20 Years 20+ Years
6. How many of your machines or tools are Grizzly?
0-2 3-5 6-9 10+
7. Do you think your machine represents a good value? Yes No
8. Would you recommend Grizzly Industrial to a friend? Yes No

9. Would you allow us to use your name as a reference for Grizzly customers in your area?
Note: We never use names more than 3 times. Yes No

10. Comments:




FOLD ALONG DOTTED LINE

“ ‘ ” Place
Stamp

Here

Grizzly

GRIZZLY INDUSTRIAL, INC.
P.O. BOX 2069
BELLINGHAM, WA 98227-2069

FOLD ALONG DOTTED LINE

Send a Grizzly Catalog to a friend:

Name
Street
City State Zip

TAPE ALONG EDGES--PLEASE DO NOT STAPLE



WARRANTY AND RETURNS

Grizzly Industrial, Inc. warrants every product it sells for a period of 1 year to the original purchaser from
the date of purchase. This warranty does not apply to defects due directly or indirectly to misuse, abuse,
negligence, accidents, repairs or alterations or lack of maintenance. This is Grizzly’s sole written warranty
and any and all warranties that may be implied by law, including any merchantability or fitness, for any par-
ticular purpose, are hereby limited to the duration of this written warranty. We do not warrant or represent
that the merchandise complies with the provisions of any law or acts unless the manufacturer so warrants.
In no event shall Grizzly’s liability under this warranty exceed the purchase price paid for the product and
any legal actions brought against Grizzly shall be tried in the State of Washington, County of Whatcom.

We shall in no event be liable for death, injuries to persons or property or for incidental, contingent, special,
or consequential damages arising from the use of our products.

To take advantage of this warranty, contact us by mail or phone and give us all the details. We will then
issue you a “Return Number,” which must be clearly posted on the outside as well as the inside of the
carton. We will not accept any item back without this number. Proof of purchase must accompany the
merchandise.

The manufacturers reserve the right to change specifications at any time because they constantly strive to
achieve better quality equipment. We make every effort to ensure that our products meet high quality and
durability standards and we hope you never need to use this warranty.

Please feel free to write or call us if you have any questions about the machine or the manual.

Thank you again for your business and continued support. We hope to serve you again soon.
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Buy Direct and Save with Grizzly®—- Trusted, Proven and a Great Value!
~Since 1983~

{Visit Our Website Today For}

Current Specials!

ORDER
24 HOURS A DAY!
1-800-523-4777
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